Snimac teploty s hlavicou a
@ MERA TEX vymenitelnou rirkou TOPGN-11, TTJGN-

meracia technika 11, TTKGN-11

Tento snima€ so zavitom sa pouZiva na meranie
teploty kvapalnych a plynnych médii. KonStrukcia
snimaCa teploty (vymenitelna meracia vlozka) je
vhodna pre rézne priemyselné aplikacie. Vymena
meracej vlozky nespdsobuje poskodenie
technologickej inStalacie. Pruzna vlozka zaistuje
vynikajuce spojenie so spodnou astou snimaca. i
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Specifikacia: ,

Meraci rozsah/typ snimaca: |
-200 az +550°C — PT100 - Class B

&
40 a2 +550°C — Tc K, J — Class 2 & [fi] |
1
Material jimky: )
Nerez 1.4541 I =7 !
Dizka L(mm): 50 az 2000 L 7 g l i
M20x1.5
Hlavica M2T %2 d 1 .
- typ BA, krytie IP55, -40 az +100°C L G1/2 |
Ga/4 26
L o1 o8
Pripojenie |
M20x1,5;G%
Vymenitelna rarka: |
2-3-4 Zilové pripojenie (PT100) d |
2-3 Zilové pripojenie (2x PT100) oy
Dizka Lw=L+43mm 29 Y

Moznosti:

- Pt500, Pt1000, Ni100, Ni1000, TcT, TcN

- lokalny displej v hlavici na zobrazenie teploty DANWwin

- iny typ zavitu (inch alebo metricky)

- zmena typu hlavice

- trieda presnosti snimagov: PT100 — class A, class AA, Tc: class 1
- prevodnik teploty do hlavice

Tolerancia odporovych snimacov Pt (podl'a normy EN60751):

Trieda presnosti: Meraci rozsah: Vzorec na vypocet prijatefnej odchylky:
AA -50 az +200°C T==(0,10 + 0,0017 |t])
A -100 az +450°C T =(0,15+ 0,002 [t])
B -196 az +600°C T==(0,3+0,005 |t])

Meratex, s.r.0., Popradska 68, 040 11 KoSice, tel.:055/6405118, email: predaj@meratex.sk, web: www.meratex.sk


mailto:predaj@meratex.sk

Tolerancia pre termo¢lanky (podla normy EN60584):

Class 1
Typ termoclanku Meraci rozsah: Tolerancia:
J - Fe-CuNi od -40 do +375 +1,5
od +375 do +750 0,004 |t|
K- od -40 do +375 +1,5
NiCr-NiAl od +375 do +0,004 [{|
+1000
Typy hlavic:

Connection head type BA in standard.
Possibility to mount the connection head of different type.

il

BA DANAW-win

Schémy zapojenia snimacov:

Pt100 (thermometric resistor)
2=wire F=wire d-wire 2-wire J-wire
—» white —» white —» white « white =« white

TC {thermocouple)
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MERATEX

meracia technika

Snimac teploty s hlavicou a
vymenitelnou rurkou TOPGN-11, TTIJGN-
11, TTKGN-11

Product code

j
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Sensor version
AP with fransmitter
ZAP with two fransmitiers
APW with display
no designation single with pipe insert
2 double with pipe insert
P single with mineral insulated insert
P double with mineral insulated insart
Sensing elemant
op resistor Pt
TJ thermocoupla Fe-Culi LV
TH thermocouple NiCr-Mial iKY
other parameters acc. to requirements
Thermocouple hot junction type
50 insulated hot junction
5P grounded hot junction
S50A one hot junction for two thermocouples insulated form the sheath
50B hiot junctions insulated from each other and from the sheath
Thermowell length
100 100mm
160 160mm
200 200mm
250 250mm
other parameters acc. to requirements
Thermowell diameter
8 agmm
11 a11mm

other parameters acc. to requiremeants

Dimension of process connection thread

-
L=}

=]

M20x1,5 mefric thread M20x1.5

G pipa thread (inch) G
other parameters acc. to reguiremants

Accuracy

AorB for measwring resistor

1or for thermocouple

Measurement circuit (for resistor)

2 2 - wire

3 3 - wire

4 4 - wire

Transmitter type (optionally)

Tx head mouwnted transmitter TxBlock
other parameters acc. to requiremeants

Temperature range of transmitter

{0=100°C) transmitter configured for femperature range 0+100°C
other parameters acc. to requiremeants
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Ordering exampla:

ZTOPGN-11-250-9-G"+—A~3 double sensor with resistor PH100, class A, 3-wire connection, thermowell diameter
d=8mm and length L=250mm with procass connection G.
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